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NL.
SCHOONMAKEN 
EN ONDERHOUD
Gebruik altijd een milde reiniger. We raden aan om een 
spons te gebruiken. Gebruik nooit een schuurspons! 
Maak je massagejet altijd droog na gebruik, zo voorkom je 
kalkaanslag. 

ENG.
CLEANING AND 
MAINTENANCE

Always use a mild cleanser. We recommend using a 
sponge. Never use a scouring pad!
Always dry jet after use to prevent limescale.
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NL. VOOR JE 
BEGINT

Controleer altijd eerst het product 
op beschadigingen, voor je deze 
installeert. Na installatie kan er geen 
compensatie gegeven worden voor 
een beschadigd product. 

ENG. BEFORE 
YOU START

Always check the product for 
damage before installing it. No 
compensation can be given for a 
damaged product after installation.
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IN DE DOOS | 
IN THE BOX

BENODIGD 
GEREEDSCHAP 
| TOOLS 
NEEDED

Zie pagina 5 | See page 5

Inbus| Wrench
Waterpas | Level
Potlood | Pencil
Schroevendraaier | 
Screwdriver
Boor | Drill



NL. PLAATSING ENG. PLACEMENT
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NL. INSTALLATIE ENG. INSTALLATION

NL. POSITIE ENG. POSITION
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Meet en markeer voor je begint de positie van de jets | Measure and mark 
the position of the jets before you begin
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TEGELS / TILES

Min 102x112mm
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NL. INSTALLATIE

1. Druk het gat aan de bovenzijde in om de decoratieve plaat 
te verwijderen. 
2. Verwijder de M4*12 bout en het uitlaatvlak, verwijder de 
twee M4*20 bouten en het inbouwdeel en verbindingsstuk. 
3. Maak een opening in de muur, minimaal 112 mm breed, 
102 mm hoog en een diepte afhankelijk van de dikte van de 
tegels.
4. Druk de plastic doos in de muur.
5. Druk de decoratieve plaatconstructie in de plastic doos. 
Wikkel de water inlaatfitting in met teflontape en schroef deze 
in de G1/2 vrouwelijke watertoevoerleiding 
6. Schroef het verbindingsstuk in de buis met de H10 inbus, 
pas op dat je de decorative plaatconstructie niet beschadigt.
7. Schroef de twee M4*20 bouten in de body, zorg ervoor dat 
de body en het verbindingsstuk goed vastzitten. Zorg ervoor 
dat de sleuven en geleider goed passen.
8. Installeer het uitlaatvlak. Zorg ervoor dat de kant met de 
bolling bovenaan ligt. Schroef de M4*12-bout door het uit-
laatvlak in het lichaam, gebruik geen overmatige kracht.
9. Duw de decoratieve plaat op zijn plaats. Zorg ervoor dat 
het gat en de uitstulping in de juiste positie zitten.
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ENG. INSTALLATION

1. Push the hole on the top to remove the decorative plate 
from the body.
2. Remove the M4*12 serew and the
outlet face,remove the 2-M4*20 screw and the connector 
body
3. Make an opening in the wall with a minimum of 112mm 
width, 102mm height and a depth depending on the 
thickness of the tiles. 
4. Push the plastic box into the wall
5. Install the decorative plate assembly into the plastic box. 
Wrap the water inlet fitting with teflon tape and screw into  
the G1/2 female water supply pipe.
6. Screw the connector into the pipe with
H10 wrench,be careful not to damage the decorative
plate assembly.  
7. Screw the M4*20 bolt into the body,make sure the body 
and the connector are nicely tightend. Make sure the slots 
and guide fit well. 
8. Install the outlet face. Make sure the side with the buldge is 
on top. Screw the M4*12 bolt through the outlet face into the 
body ,don’t use excess force.
9. Push the decorative plate in position. Make sure the hole 
and the bulge are in the correct position.
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